
4....... FHW / FHW-ECM  - HI-WALL FANCOIL

Main  Features

High Efficiency Battery
The coils are prepared for both hot and cold water, they 
are made of copper tubes and aluminum fins.

DC Inverter Motors
The Coolwell hi-wall fancoils (FHW-ECM) are 
made with synchronous brushless DC motors with 
permanent magnets and with efficiency up to 90%. 
These motors are much more durable than AC motors 
because they do not have any kind of friction.  

Numerous Configuration Options
FHW : Without remote control and without valve.
FHW-2V : Without remote control and with mounted 
two-way valve.
FHW-3V : Without remote control and with mounted 
three-way valve.
FHW-T : With remote control and without valve.
FHW-T- 2V : With remote control and with mounted 
two-way valve.
FHW-T- 3V : With remote control and with mounted 
three-way valve.
FHW-MP: With main board (MB) and without valve.
FHW-MP-2V : With main board (MB) and with moun-
ted two-way valve.
FHW-MP-3V : With main board (MB) and with moun-
ted three-way valve.
The main board is a centralized fancoil system.

Features

Elegance And Quality
The Coolwell FHW and FHW-ECM hi-wall fancoils have 
high performance, low noise level and they are easy to 
install and maintain.

Optional

COMMERCIAL-INDUSTRIAL SERIES : FANCOILS
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FHW - HI-WALL FANCOIL

Unit code FHW-1 FHW-2
Power supply F-V-Hz Monophase 220-240V 50Hz
Water flow l / s 0.09 0.11

Refrigeration
Capacity KW 1.9 2.22
Sensible capacity KW 1.4 1.69
Dp ( pressure drop ) kPa 10.6 13.9

Heating Capacity KW 2.39 2.8
Dp ( pressure drop ) kPa 3.6 5

Fan
Type GMV tangential GMV tangential
Input power 18 24

Unit

Dimensions (L-P-A) mm 880 x 212 x 322 880 x 212 x 322
Net weight Kg 10 10
Dimensions with packaging 
(L-P-A) mm 890 x 220 x 330 890 x 220 x 330

Weight with packaging Kg 11 11
Sound power Lw min / max dB 35 / 52 39 / 53
Sound pressure Lp min / max dB 26 / 44 30 / 46
Connection Water inlet and outlet Ø inches 1/2 1/2

Unit code FHW-3 FHW-4
Power supply F-V-Hz Monophase 220-240V 50Hz
Water flow l / s 0.15 0.19

Refrigeration
Capacity KW 3.07 3.86
Sensible capacity KW 2.23 2.89
Dp ( pressure drop ) kPa 27.5 41.6

Heating Capacity KW 3.59 4.72
Dp ( pressure drop ) kPa 8.3 13.6

Fan
Type GMV tangential GMV tangential
Input power 29 48

Unit

Dimensions (L-P-A) mm 1185 x 212 x 322 1185 x 212 x 322
Net weight Kg 13 13
Dimensions with packaging 
(L-P-A) mm 1200 x 220 x 330 1200 x 220 x 330

Weight with packaging Kg 15 15
Sound power Lw min / max dB 35 / 57 36 / 57
Sound pressure Lp min / max dB 26 / 48 27 / 48
Connection Water inlet and outlet Ø inches 1/2 1/2

Based on conditions:
Cooling mode: Outdoor air temperature: 27 °C DB / 19 °C WB; Water inlet: 7°C, Water outlet: 12 °C.
Heating mode ( with 2 tubes ): Outdoor air temperature: 20 °C DB; Water temperature: 50°C.
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FHW ECM - HI-WALL FANCOIL

Unit code FHW-ECM-1 FHW-ECM-2
Power supply F-V-Hz Monophase 220-240V 50Hz
Water flow l / s 0.09 0.11

Refrigeration
Capacity KW 2.04 2.3
Sensible capacity KW 1.53 1.77
Dp ( pressure drop ) kPa 11.9 14.9

Heating Capacity KW 2.58 3.0
Dp ( pressure drop ) kPa 4.2 5.5

Fan
Type DC DC
Input power 15 21

Unit

Dimensions (L-P-A) mm 880 x 212 x 322 880 x 212 x 322
Net weight Kg 10 10
Dimensions with packaging 
(L-P-A) mm 890 x 220 x 330 890 x 220 x 330

Weight with packaging Kg 11 11
Sound power Lw max dB 52 55
Sound pressure Lp max dB 43 46
Connection Water inlet and outlet Ø inches 1/2 1/2

Unit code FHW-ECM-3 FHW-ECM-4
Power supply F-V-Hz Monophase 220-240V 50Hz
Water flow l / s 0.16 0.18

Refrigeration
Capacity KW 3.35 3.82
Sensible capacity KW 2.46 2.86
Dp ( pressure drop ) kPa 31.9 40.5

Heating Capacity KW 3.95 4.6
Dp ( pressure drop ) kPa 9.9 13.1

Fan
Type DC DC
Input power 20 30

Unit

Dimensions (L-P-A) mm 1185 x 212 x 322 1185 x 212 x 322
Net weight Kg 13 13
Dimensions with packaging 
(L-P-A) mm 1200 x 220 x 330 1200 x 220 x 330

Weight with packaging Kg 15 15
Sound power Lw max dB 53 57
Sound pressure Lp max dB 44 48
Connection Water inlet and outlet Ø inches 1/2 1/2

Based on conditions with 2 tubes:
Cooling mode: Outdoor air temperature: 27 °C DB / 19 °C WB; Water inlet: 7°C, Water outlet: 12 °C.
Heating mode ( with 2 tubes ): Outdoor air temperature: 20 °C DB; Water temperature: 50°C.


